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GENERAL INFORMATION ABOUT UV RADIATION

The germicidal effect is achieved by taking advantage of the qualities of ultraviolet light with the shortest wavelength,
which is comprised above the visible spectrum (from 10 to 400 nm). But you also have to take into account the risks.
Within this range, it is necessary to differentiate the different classes of ultraviolet light (we only mention the most relevant

Ultraviolet A (UVA) light from 315 to 400 nm. Produces a tan on the skin.
Ultraviolet B (UVB) light from 280 to 315 nm. Produces skin burns.
Ultraviolet C (UVC) light from 100 to 280 nm. It causes skin cancer and eye lesions.

ALLOWED EXPOSURE TO UV-C RADIATION

According to UNE-EN SO 15858:2017 standards. Safety information. Permissible limits for human exposure.
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DAY (MW/cm?) (mWicm?) (Wim2)
24 HOURS 0,07 0,00007 0,0007
18 HOURS 0,09 0,00009 0,0009
12 HOURS 0,14 0,00014 0,0014
10 HOURS 0,17 0,00017 0,0017
8 HOURS 0,2 0,0002 0,002
4 HOURS 0,4 0,0004 0,004
2 HOURS 0,8 0,0008 0,008
1 HOUR 1.7 0,0017 0,017
30 MINUTES 33 0,0033 0,033
15 MINUTES 6,6 0,0066 0,066
10 MINUTES 10 0,01 0,1
5 MINUTES 20 0,02 0,2
1 MINUTE 100 0,1 1
30 SECONDS 200 0,2 2
15 SECONDS 400 0,4 4
10 SECONDS 600 0,6 6
5 SECONDS 1200 1,2 12
2 SECONDS 3000 3 30
1 SECOND 6000 6 60
The radiation values generated by our RAMI-SYSTEM® access doors are:
70 W RAMI- mW/cm? at 1 m. 120 W RAMI- mW/cmZ at 1 m. 190 W RAMI- mW/cmZ at 1 m.
SYSTEM ACCESS SYSTEM ACCESS SYSTEM ACCESS
DOOR RADIATION 0,210 DOOR RADIATION 0,332 DOOR RADIATION 0,500

The access doors radiation values are 1m away, therefore, the exposure times listed above will be conditioned on it.
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