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TECHNICAL DATA SHEET DP 700 LEAKAGE TESTER

Wohler DP 700 Leakage Tester

TECHNICAL DATA

Pressure

PHREIDI e s piezoresistive semiconductor sensor
Measurementrange ............. + 7000 Pa
Resolution...........ccccccovevvinnn, 0.1 Pa...= 900 Pa, thereafter 1 Pa
ACCUTECY. s sy + 0.5 Paor + 2.5 % of reading

Volume flow
(based on 1013 hPa and 20 °C)

PHNCIPIO: i st sneisimnss Hot film anemometer

Measurement range ............. 0.0000 to 55.00 I/s

HeSolHoN s 0.0001 I/s to 0.3000 I/s, 0.001 I/s to 3.000 I/s,
0.011/s>3.001/s

ACBUFRAEY - o s it ranenatins + 0.0009 /s or 5% of reading

General technical data

Power supply............ccccov.ne. 110...230V, 50...60 Hz

Power consumption .............. Max. 9A

Operating temperature range 5 °C...40 °C
Storage temperature range ...- 20 °C...+ 50 °C
Woight o memasmamasos 9.5 kg

Estas informaciones refieian nuestro conocimiento actual y son dadas de buena fe. Los valores expresados son los valores medios y estan sujetos a cualquier cambio sin previo aviso, Toda utili-
zacion en las condiciones no recomendadas, la responsabilidad no sera imputable al fabricante o distribuidor, dado a posibles vanaciones de soportacion o de aplicacion por los montadores, Sa
recomienda a los instaladores ensayar anficipadamente los producios a fin de asegurar cormectamente la aplicacion deseada,
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